
AW 708 - Data Sheet

Description

AW 708 has been developed for soil tillage, transport and

hay harvesting applications with implement machinery,

trailers and balers. An HD version is available with a special

cut-and-chip resistant compound.

UM

US Standard

Construction

BIAS

Machinery

Agriculture: Baler • Implement Machinery • Trailer

Industrial: Trailer

SIZE Version USACode LI/SS FREE ROLLING PR RIM REC RIM ALT SW OD SLR RC Type ECE

400/60 - 15.5 HD 94052172 149 A8 18 AG 13.00 15.9 34.4 15 100.9 TL E11-106R-004253

400/60 - 15.5 SPECIAL 94051250 149 A8 18 AG 13.00 15.9 34.4 15 100.9 TT E11-106R-004255

400/60 - 15.5 SPECIAL 94048366 149 A8 18 AG 13.00 15.9 34.4 15 100.9 TL

400/60 - 15.5 STANDARD 94010271 136 A8 10 AG 13.00 15.9 34.4 15 100.9 TL E11-106R-003514

400/60 - 15.5 STANDARD 94010301 145 A8 14 AG 13.00 15.9 34.4 15 100.9 TT E4-106R-002712

400/60 - 15.5 STANDARD 94010318 145 A8 14 AG 13.00 15.9 34.4 15 100.9 TL E4-106R-002712

400/60 - 15.5 STANDARD 94010356 149 A8 18 AG 13.00 15.9 34.4 15 100.9 TL E4-106R-001543

400/60 - 15.5 STUBBLE RESISTANT 94059560 149 A8 18 AG 13.00 15.9 34.4 15 100.9 TL

19.0/45 - 17 STANDARD 94010233 138 A8 10 16.00 18.5 34.1 15 99.8 TL E4-106R-002334

19.0/45 - 17 STANDARD 94010240 144 A8 14 16.00 18.5 34.1 15 99.8 TL E4-106R-001883

19.0/45 - 17 STANDARD 94010257 148 A8 18 16.00 18.5 34.1 15 99.8 TL E4-106R-002268

19.0/45 - 17 STUBBLE RESISTANT 94047697 152 A8 22 16.00 18.5 34.1 15 99.8 TL E11-106R-003636

500/50 - 17 STANDARD 94010363 140 A8 10 16.00 19.7 37.2 16.4 108.3 TL E4-106R-001884

500/50 - 17 STANDARD 94010370 149 A8 14 16.00 19.7 37.2 16.4 108.3 TL E4-106R-001813

500/50 - 17 STANDARD 94030996 152 A8 16 16.00 19.7 37.2 16.4 108.3 TL

500/50 - 17 STANDARD 94010387 154 A8 18 16.00 19.7 37.2 16.4 108.3 TL E4-106R-002269

500/65 - 17 STANDARD 94034307 160 A8 18 16.0 20.7 42.5 18.2 123.4 TL E11-106R-004549

520/50 - 17 STANDARD 94063413 162 A8 16.00 20.3 37.5 15.9 109.3 TL E11-106R-005852

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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