
SUPER TRAX HD - Technische Daten

Description

SUPER TRAX HD wurde speziell für Gabelstapler im

Schwersteinsatz beim Materialtransport einschließlich

Anwendungen im Hafenbereich und im Bergbau

konzipiert. Das extra tiefe Laufflächenprofil wurde aus

einer einzigartigen, verschleißfesten Gummimischung

hergestellt, die ein längeres Reifenleben gewährleistet.

SUPER TRAX HD zeichnet sich durch eine robuste Karkasse

und eine verstärkte Flanke aus, was sich in hervorragender

Stabilität und Manövrierbarkeit im Hebe-Modus zeigt. Die

speziellen Schutzränder der Felge tragen dazu bei,

Durchstiche und Radschäden im Bereich des Radflansches

zu vermeiden.

UM

US Standard

Construction

BIAS

Machinery

Industrie: Gabelstapler

Version STANDARD

Type TT

Tyre Size 8.15 - 15

(28 X 9 - 15)

Dimensions US Standard

Usa code 94056552

Ply Rating 14

Section Width (inch) 8.7

Overall Diameter (inch) 28.1

Static Loaded Radius (inch) 13.1

Rolling Circumference (inch) 85.4

Rim Rec 7.00

Rim Alt 7 BD

Load capacity (lbs)

mph / psi 145

15 LOAD WHEEL 8600

15 STEER WHEEL 6615

5 OTHER VEHICLES 8600

15 OTHER VEHICLES 6615

STATIC SIDE LOADER 9985
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