
EARTHMAX SR 43 - Especificaciones técnicas

Description

EARTHMAX SR 43 (L-4) es un neumático radial All Steel

particularmente proyectado para palas de ruedas

compactas que operan en condiciones rocosas extremas,

principalmente en las minas subterráneas. El neumático

garantiza excelentes prestaciones en las operaciones de

carga y de transporte en las minas a cielo abierto, en las

canteras y en las operaciones de demolición. El diseño

único de la banda de rodadura asegura una tracción y una

estabilidad superiores. Gracias a la estructura All Steel,

EARTHMAX SR 43 (L-4) asegura una excelente robustez y

resistencia a las laceraciones y los pinchazos, así como un

ciclo de vida más largo.

UM

US Standard

Construction

RADIAL

Machinery

OTR: Pala cargadora

Version CUT RESISTANT COMPOUND

Type TL

Tyre Size 875/65 R 29

(35/65 R 29)

LI/SS 228 A2

Dimensions US Standard

Usa code 94071098

Overall Width (inch) 33.5

Overall Diameter (inch) 73.9

Static Loaded Radius (inch) 33.2

Rolling Circumference (inch) 224.5

Rim Rec 27.00/3.5

Rim Alt 27.00/3.0; 28.00/3.5

Star Rating ***

TRA Code L4

Load capacity (lbs)

mph / psi 94 98 102 105 109 112 116

5 58400 60000 61500 64000 66000 68000 69500
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