
POWER TRAX HD (FL) - Especificaciones técnicas

Description

El POWER TRAX HD es un neumático de elevada calidad

realizado con telas cruzadas y ha sido específicamente

diseñado para las carretillas elevadoras que se utilizan en el

sector industrial. Su profunda banda de rodadura y el

flanco con un espesor extra, así como su robusta carcasa, se

traducen en una extraordinaria durabilidad, minimizando

el riesgo de perforación y de daños accidentales. Este

neumático se caracteriza por la excelente resistencia a los

cortes, los desgarres y las laceraciones, que hace que sea

idóneo para las superficies cementadas, rugosas y duras. El

borde de protección de la llanta, especialmente diseñado,

protege el neumático en el área de la pestaña de la llanta

contra desinflamientos y daños.

UM

US Standard

Construction

BIAS

Machinery

Industrial: Carretilla elevadora

Version STANDARD

Type TT

Tyre Size 6.50 - 10

Dimensions US Standard

Usa code 94032242

Ply Rating 14

Section Width (inch) 7.6

Overall Diameter (inch) 23.4

Static Loaded Radius (inch) 10.9

Rolling Circumference (inch) 69.8

Rim Rec 5.00 F

Rim Alt 5.50 F

Load capacity (lbs)

mph / psi 145

15 LOAD WHEEL 5160

15 STEER WHEEL 3970

5 OTHER VEHICLES 5160

15 OTHER VEHICLES 3970

STATIC SIDE LOADER 5995
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