
EARTHMAX SR 42 - Especificações técnicas

Description

EARTHMAX SR 42 é um pneu radial OTR especialmente

projetado para os chamados “haul train” nas minas e nas

aplicações pesadas para o transporte da madeira. O

caraterístico desenho do piso do pneu assegura uma

excelente tração e uma estabilidade lateral, bem como

prestações de travagem e um ótimo comportamento nas

curvas, em terrenos acidentados ou no saibro, mesmo com

neve e gelo. De fato, o composto de borracha do piso do

pneu, especialmente resistente aos cortes e ao desgaste, é

muito apropriado em condições climáticas muito frias.

EARTHMAX SR 42 apresenta uma carcaça All Steel que

garante uma ótima durabilidade e uma longa vida

operacional.  

UM

US Standard

Construction

RADIAL

Machinery

OTR: Haul Train

Version CUT RESISTANT COMPOUND

Type TL

Tyre Size 14.00 R 25

LI/SS 171 B

Dimensions US Standard

Usa code 94048984

TMPH 72

Overall Width (inch) 15

Overall Diameter (inch) 55.6

Static Loaded Radius (inch) 25.7

Rolling Circumference (inch) 166.6

Rim Rec 10.00/1.5

Rim Alt --

Star Rating ***

TRA Code E4

Load capacity (lbs)

mph / psi 102 116

30 12800 13600
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