
EARTHMAX SR 23 - Specificații tehnice

Descriere

EARTHMAX SR 23 (G-2/L-2) este o anvelopă radială cu

structură din oțel special concepută pentru autogredere

motorizate și încărcătoare. Dispune de tracțiune superioară

spre înainte și laterală, precum și proprietăți excepționale

de auto-curățare. Carcasa durabilă și banda de rulare

deosebit de rezistentă la tăiere asigură o durată lungă de

viață.

UM

US Standard

Construcție

RADIAL

Mașinării

OTR: Autogreder • Încărcător

Versiune CUT RESISTANT COMPOUND

Tip TL

Dimensiunea anvelopei 17.5 R 25

LI/SS 153 A8/176 A2

Dimensiuni US Standard

Usa code 94060313

Overall Width (inch) 17.6

Overall Diameter (inch) 53

Static Loaded Radius (inch) 24.1

Rolling Circumference (inch) 161.7

Rim Rec 14.00/1.5

Star Rating *

TRA Code G2/L2

Tread Depth 34

Load capacity (lbs)

mph / psi 18 22 25 29 33 36 40 44 58 62 65 69 73

25 4080 4680 5200 5840 6400 6800 7400 8050 - - - - -

5 - - - - - - - - 13200 13600 14300 14800 15700

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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