
POWER TRAX HD (FL) - Specificații tehnice

Descriere

POWER TRAX HD este o anvelopă premium cu cută

înclinată care este special concepută pentru echipamentele

cu stivuitoare în aplicații industriale. Banda de rulare

adâncă, peretele lateral extra gros și carcasa rezistentă

oferă o durabilitate excepțională, minimizând riscul de

perforare și deteriorări accidentale. Anvelopa are o

rezistență excelentă la tăiere, așchiere și rupere, potrivită

pentru suprafețele neregulate și dure din beton.

Apărătoarea special concepută pentru jantă asigură

protecție împotriva penelor și a deteriorării roților în zona

flanșei jantei.

UM

US Standard

Construcție

BIAS

Mașinării

Industrial: Stivuitor

Versiune STANDARD

Tip TT

Dimensiunea anvelopei 7.00 - 12

Dimensiuni US Standard

Usa code 94007820

Rating de sarcină 14

Lățimea secțiunii (inch) 8.1

Overall Diameter (inch) 26.6

Rim Rec 5.00 S

Load capacity (lbs)

mph / psi 131

15 LOAD WHEEL 6075

15 STEER WHEEL 4675

5 OTHER VEHICLES 6075

15 OTHER VEHICLES 4675

STATIC SIDE LOADER 7055

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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