GROWING TOGETHER

COMMANDER (F) - TexHn4yeckne crneundukaumm

Description

COMMANDER (F) — 3T0 nepefHue WnHbl C TpexpebepHbIM
PVCYHKOM MPOTEKTOPA, KOTOPblE OTIMYHO NOAXOAAT ANst
06paboTKM NOYBLI U rpy30MePeBO30K. My6oKMi pUcyHOK
MpPOTEKTOPa Ha OCHOBE CTOMKOW K MOpe3aM 1 paspbiBam
PE3VHOBOV CMECU MO3BOJISIET FrApaHTUPOBATL A0 CPOK
CNyXObl WMH M BbICOKYHO FPy30M0AbEMHOCTb.

UM

International Standard

Construction

B BIAS

Machinery

Cenbckoe xo3s1cTBo: Tpaktop 2WD

Version STANDARD
Type TT
Tyre Size 5.50- 16

LI/SS 86 A6



Dimensions International Standard

Ply Rating 6

TKPH 1

Section Width (mm) 155

Overall Diameter (mm) 720

Static Loaded Radius (mm) 340

Rolling Circumference (mm) 2145

Rim Rec 4.00E

Rim Alt 3.50D ; 4.50E

ECE E11-106R-003308
TRA Code F2

Load capacity (Kg)

km/h / bar 3.70

30 530
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