GROWING TOGETHER

EARTHMAX SR 22 - TexHMn4yeckune cneumdukaumm

Version

Type

Tyre Size

LI/SS

Description

EARTHMAX SR 22 (G-2/L-2) - 3T0O paavanbHble LWNHbI C
LieNIbHbIM METaNINTIOKOPAOM, KOTOPbIE N3rOTOB/IEHBI
crneumanbHO 4518 aBTOrpenaepoB 1 NOrpy34MKOB, paboTatoLLmX
31IMOV B 3KCTPEMaSIbHbIX YC/IOBUSIX Ha JibAy WM CHEXXHOM
NOKpbITUKX. ONepaTopbl OLEHSIT KaK OT/IMYHbIE TArOBble
XapaKTEPUCTUKM, TaK Y YCTOMUMBOCTb LUMH, YTO Yanochb
obecneunTb 3a CYET UCNOMb30BaHUS MPOTEKTOPA C KPYMHbIM
HeHanpaBeHHbIM PUCYHKOM.

UM

International Standard

Construction

& RADIAL

Machinery

MpounsBoacTBo: bynbaosep e Mpeiaep e Morpysunk
Mpown3BoacTBo: bynbaosep o Mpeiaep © Morpy3sumk

CUT RESISTANT COMPOUND
TL
14.00 R 24

153 A8/175 A2



Dimensions International Standard

Overall Width (mm)

Overall Diameter (mm)
Static Loaded Radius (mm)
Rolling Circumference (mm)
Rim Rec

Rim Alt

Star Rating

TRA Code

Load capacity (Kg)

km/h / bar 2.00 2.25 2.50
40 2240 2430 2650
10
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366

1370

625

4141

8.00 TG

9.00 GR, 10.00 VA

G2/12
3.00 3.25 3.50 3.75 5.25
3000 3250 3350 3650

6700

6900
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