GROWING TOGETHER

EARTHMAX SR 45 H2 - TexHun4yeckne cneundukaumnm

Version
Type
Tyre Size

LI/SS

Description

EARTHMAX SR 45 H2 - pagnanbHas wuHa All Steel,
creumanbHo paspaboTaHHas Ans Fpy30BbIX aBTOMObUnei ¢
XKECTKoMN pamo. FNy6rHa 1 YHUKabHbIM PUCYHOK NMpOTEKTOpa
E-4 obecrneymBatoT MPEBOCXOAHYHO YCTOMYMBOCTb K U3HOCY,
CBOAST K MUHUMYMY YpOBEHb Brbpaumm v lwyma. EARTHMAX
SR 45 H2 npeanbHO NoaxXoauT A/1s BbINOTHEHUS ONepaLIni,
rae Kto4veBbIM TpeboBaHWEM A5 LWMHBI SIBASIOTCS HaAeXHas
TArau ycronunsocTb. Kapkac All Steel obecneunsaet
OT/IMYHYIO CTOMKOCTb K MOBPEXAEHNAM U MPOKOSIAM, YTO
rapaHTUpyeT ANUTENbHBIN CPOK CryXXObl. [JOCTyNHbI Tpy
BapuaHTa PE31HOBOM CMECU: CTaHAAPTHas!, C YBEMUYEHHOM
3alUMTONM OT HarpeBa ¥ C MOBbLILIEHHOW CTOMKOCTHIO K MOpe3aM.

UM

International Standard

Construction

RADIAL

Machinery

Mpoun3BoacTBo: CaMoCcBan C XXeCTKOM paMoin

HEAT RESISTANT COMPOUND
TL
24.00 R 35

209 B



Dimensions International Standard

TKPH

Overall Width (mm)

Overall Diameter (mm)
Static Loaded Radius (mm)
Rolling Circumference (mm)
Rim Rec

Star Rating

TRA Code

Load capacity (Kg)

km/h / bar 5.00

50 14000
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435

660

2180

978

6597

17.00/3.5

**

E4

5.25 5.50 5.75 6.00

14500 15500 16000 16500

6.25 6.50 6.75 7.00

17000 17500 18000 18500
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