Version

Type

Tyre Size

GROWING TOGETHER

FS 216 - TexHnueckue cneumpukaumm

Description

LLInHbI FS 216 UMEIOT KpPYTHbIN 6/104HbIN pUCYHOK NpoTeKTOpa
C ONTUMAsbHBIM YITIOM U AOCTAaTOYHOM LUIMPWHOM, YTOObI
yBeNMUUTb 3EKTUBHOCTb TAMM Y 1ECOMOrPY34MKOB U
TpeneBoYHbIX TPAaKTOPOB. [laXke B CaMbIX KPUTUHECKNX
YCOBUSIX 3KCMyaTaumm OHN COXPAHSKOT BbICOKYHO
YCTOMYMBOCTb K MOPE3aM 1 pa3pbiBaM 1 B toboe BpeMst
rapaHTUPYIOT MaKCMMasibHYHO 3aLUMTy OT BO3MOXHbIX
MOBPEXAEHWU.

UM

International Standard

Construction

B BIAS

Machinery

Cenbckoe X035MCTBO: TpeneBoUHbIN TpakTop

STEEL BELTED
TL

28L - 26



Dimensions International Standard

Ply Rating 18

Section Width (mm) 720

Overall Diameter (mm) 1660

Static Loaded Radius (mm) 742

Rolling Circumference (mm) 4912

Rim Rec DW 25 A; DW 25B
ECE E11-106R-003425
TRA Code LS2

Load capacity (Kg)

km/h / bar 26 22
10 6900
30 - 4875
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