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GROWING TOGETHER

| - 1 - TexHn4yeckmne cneyndpukaumm

Description

LLnHbl |-1 pa3paboTaHbl Ans MalWH, UCMOMb3YEMbIX AN
rPy30BbIX NEPEeBO30K MO MOS0 M AOPOre, a Takxke Ans
CeTbCKOXO3SIICTBEHHOM TEXHWKM 1 MPULIENOB, KOTOpPbIE
3a[1eMCTBOBaHbI B npoLecce 06paboTku NouBbl. I-1 — 310
CKOPOCTHbIE LUMHBbI, KOTOPbIE ONTUMMU3NPYIOT BPEMEHHbIE
3aTpaThl, NO3BOSIsIS BaM CKOHLEHTPUPOBATLCS HA OCHOBHOM
nesitenbHocTu. Ocobast KOHCTPYKLMS LWKHBI 0becrneymBaeT en
[LONFOBEYHOCTb aXe B CYpPOBbIX YCIOBUSIX, @ Takxke
YCTOMYMBOCTb K BO3AENCTBMIO MOXXHUBHbIX OCTATKOB.
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US Standard

Construction

B BIAS

Machinery

Cenbckoe x0351cTBO: CenbCKoX03gMCTBEHHOE 060pyaAoBaHue ©
Mpyuen

STANDARD
TL

19L-16.1SL



Dimensions US Standard

Usa code 94041428

Ply Rating 12

Section Width (inch) 19.3

Overall Diameter (inch) 43.3

Static Loaded Radius (inch) 18.7

Rolling Circumference (inch) 126.9

Rim Rec W 16 C

Rim Alt W 16 CH

ECE E11-106R-004300
TRA Code 1

Load capacity (lbs)

mph / psi 36

40 6610
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