GROWING TOGETHER

POWER TRAX HD SMOOTH - 3arpy3uTb nUCT
TEXHUYECKMX AaHHbIX

Description

POWER TRAX HD SMOOTH -3T0 AnaroHasibHble LWHBbI,
cneumanbHo pa3paboTaHHble A5 TEXHWKKW, KOTopast
MCNOMb3YETCS B MOPTaX M Mpw BbIMNOJHEHNW NMOA3EMHbIX
ropHbIx paboT. CrneupanbHast 3almuTa 60KOBMH BMECTe C
XECTKUM MpOTEKTOPOM MpeaoTBpalLaeT obpasoBaHue
NMPOKOJI0B U NMOPE30B, KOTOPbIE YaCTO BO3HMKAIOT B TaknX
CNOXHbIX ycnosusx. LUMHel POWER TRAX HD SMOOTH -
naeanbHbIN BbIOOP 4151 TEXHUKM, paboTatoLLeit B CIOXHbIX
YCINOBWSIX BbICOKMUX Harpy3oK.

UM
US Standard

Construction

B BIAS

Machinery

Mpoun3BoACTBO: Morpy3unK KOHTENHEPOB ® BUMOYHBIN
NorpysymK
Mpoun3BoacTBO: MNoa3eMHas TEXHUKA




SIZE Version USACode PR RIM REC RIM ALT SW oD Type Tread Depth ECE
12.00 - 20 STANDARD 94007882 20 8.50 9.0 12.6 45.3 TT 43 E11-106R-005561

12.00 - 20 STANDARD 94062997 28 8.50 9.0 12.6 45.3 TT 43

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and
pressure condition.
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