GROWING TOGETHER

POWER TRAX HD - 3arpy3nTb IMCT TEXHUYECKUNX
AAHHbIX

Description

LLnHbI npemmyM-knacca POWER TRAX HD cneuyansHO
pa3paboTaHbl 4N YCTaHOBKM Ha TEXHMKY B MOPTaXx U
NOA3EMHbIX pyaHuKax. VX rimybokme npoTekTopsi,
YTO/LLEHHbIE BOKOBbIE CTEHKM M MPOYHbIE KOpnyca
rapaHTUPYIOT UCKITIOUUTENBHYIO ONITOBEYHOCTD, @ TaKXKe
MWUHUMU3MPYIOT PUCK MPOKOSIOB U CITyYaliHbIX MOBPEXAEHW.
Bnarozapst OT/IMYHON YCTOMYMBOCTY K MOpe3amM U
pacLUenIeHmno 3T LWKNHbI 0COBEHHO NOAXOANT ANs
LLEPOXOBATbIX M TBEPAbIX NMoBepxHocTel. CreumanbHo
pa3paboTaHHas 3alimTa 0604a NpeaoTBpaLLAET NPOKOsIbI U
noBpexzaeHve koneca y bopTa.

UM
US Standard

Construction

B BIAS

Machinery

Mpoun3BoACTBO: Morpy3ynKk KOHTENHEPOB
lMponssoacTso: Noa3eMHast TeEXHUKA




SIZE Version USACode LI/SS PR RIM REC RIM ALT Sw oD Type Tread Depth ECE

12.00 - 20 IMPLEMENT 94055944 172 A8 20 8.50 9.0 12.6 45.3 TT 43 E11-106R-003422
12.00 - 20 IMPLEMENT 94055951 173 A8 28 8.50 9.0 12.6 45.3 TT 43 E11-106R-003348
12.00 - 20 STANDARD 94007660 20 8.50 9.0 12.6 45.3 TT 43
12.00 - 20 STANDARD 94007684 28 8.50 9.0 12.6 45.3 TT 43

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and
pressure condition.
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