
POWER TRAX - Загрузить лист технических данных

Description

POWER TRAX — это высококачественнаяшина,

специально разработанная для тяжелых условий

эксплуатации на портовых прицепах, штабелерах для

обработки порожних контейнеров и подземных

горнодобывающих машинах. Рельефный рисунок

протектора и прочный каркас обеспечивают

исключительную долговечность, повышая защиту

от проколов и случайных повреждений. POWER TRAX —

идеальный выбор для тяжелых и трудных работ благодаря

уникальному составу резиновой смеси протектора, которая

обеспечивает отличную стойкость к порезам

и выкрашиванию.

UM

US Standard

Construction

BIAS

Machinery

Производство: Погрузчик пустых контейнеров

Производство: Подземная техника

SIZE Version USACode LI/SS PR RIM REC RIM ALT SW OD Type

12.00 - 20 STANDARD 94067701 176 A5 20 8.5 9.0 12.6 45.3 TT

Printed on 11.04.2024 2:15

All product data contained in this publication are for information purposes only and may be modified at any time without

prior notice. Balkrishna Industries Ltd. or any of its subsidiary companies does not undertake any responsibility or liability for

undetected errors and/or misprints. All rights reserved. The materials and contents of this publication and the website are

the exclusive property of Balkrishna Industries Ltd. and are protected by industrial and/or intellectual property laws. The

user is not permitted to copy, reproduce, transfer, upload, make use of, publish or spread any contents, in whole or in part,

on paper format, electronic format or otherwise without prior written consent by Balkrishna Industries Ltd..
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