GROWING TOGETHER

TR 118 - TexHnyeckue cneumpmukaumnm

Description

LLinHa TR 118 pa3paboTtaHa cneuunanbHO Ans NpUMeHeHUs Ha
opocuTenbHbIX ycTaHoBKax. LLnHa TR 118 oTnnyaetcs
YCUSIEHHbBIM KapKaCOM W YBE/TMYEHHBIM KONIMYECTBOM
rPYHTO3aLenoB, YTO rapaHTUPYyeT NOBbILIEHHbIN CPOK CIYX6bI.

UM
US Standard

Construction

B BIAS

Machinery

Cenbckoe X0341cTBO: [loXaeBanbHas MalinHa

Version STANDARD
Type TL
Tyre Size 149-24

LI/SS 124 A8



Dimensions US Standard

Usa code 94052363

Ply Rating 8

Section Width (inch) 15

Overall Diameter (inch) 49.8

Static Loaded Radius (inch) 22.3

Rolling Circumference (inch) 147.3

Rim Rec W 13

Rim Alt Wi12; W11

ECE E11-106R-004420
TRA Code R1

Load capacity (lbs)

mph / psi 26 34
25 3520
CREEP 7440

* - CREEP SPEED - 200 FT/30 MIN ( 61 M/30 MIN )
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