Version

Type

Tyre Size

LI/SS

GROWING TOGETHER

TR 135 - TexHnyeckue cneumpukaumnm

Description

LUnHbI TR 135 OTIMYHO NoaxoasT Ans TPaKTOPOB,
UCMONb3yeMbIX Npu 06paboTke NOUBbI. YCUIEHHbIN Kapkac v
crieumasnbHasi pesvHoBasi CMECh, YCTOMUMBaAS K NMOpPe3am U1
pa3pbiBaM, 06ecrneynBatoT YBETMUYEHHBIN CPOK CyX6bl.
Bblcokas Tara, caMoounLLEHME M rPYy30NOABbEMHOCTb ABMAKOTCA
rNaBHbIMW NpenMyLLEeCTBaMM, KOTOPbIE NO3BOSIOT
MCMNob30BaTh WKHbLI TR 135 AaXke Ha caMbIX CIOXHbIX
MOKPbITUSIX.

UM

International Standard

Construction

B BIAS

Machinery

CenbCKoe X035I1MCTBO: TpaKTop-Taray
MpoussoacTeo: Mpuuen

STANDARD
T
95-24

112 A6



Dimensions International Standard

Ply Rating 8

Section Width (mm) 241

Overall Diameter (mm) 1060

Static Loaded Radius (mm) 502

Rolling Circumference (mm) 3234

Rim Rec W 8

Rim Alt w7

ECE E4-106R-001972
TRA Code R1

Load capacity (Kg)

km/h / bar 2.80

30 1120
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