Version
Type
Tyre Size

LI/SS

GROWING TOGETHER

TR 138 - TexHnyeckue cneumpukaumnm

Description

LLivHa TR 138 6bina crieumansHo pa3paboTtaHa s
TenecKonMYyecKnx 1 3KCKaBaTOPHbIX MOrPY34MKOB,
UCMOMb3YEMBbIX B CEJTbCKOM X03AMCTBE. OHM NyuLle BCErO
NOAXOAST A4S MalUMH, KOTOPbIE UCMOMb3YHTCS A1 06paboTKm
MoYBbI U OMpbICKMBaHKS. MNpeBocxoaHas Tara, CaMooUmLLEHNE
N YCTOMYMBOCTb SIBISIOTCS [TaBHbIMM MPENMYLLECTBAMM,
KOTOPbIE NO3BONAKT UCMONb30BaTh WKHLI TR 138 faxe B
CaMbIX C/TOXHbIX YC/TOBUSIX.

UM

International Standard

Construction

B BIAS

Machinery

CenbCKoe X035MCTBO: DKCKABATOP-MOrpy3UnK @
Teneckonuyeckuii Norpy3ymk

STANDARD
TL
17.5L-24

151 A8



Dimensions International Standard

Ply Rating 12

Section Width (mm) 450

Overall Diameter (mm) 1290

Static Loaded Radius (mm) 576

Rolling Circumference (mm) 3836

Rim Rec DW 15L

Rim Alt DW 14L

ECE E11-106R-005232

Load capacity (Kg)

km/h / bar 40

2.6 3450
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