
AS 504 - Tekniska specifikationer

Description

AS 504 är ett industridäck för lantbruk som huvudsakligen

är konstruerat för jordbearbetning och materialhantering.

Däcket besitter utmärkta självrensande egenskaper och

ger bättre grepp, vilket gör att det lämpar sig för åkersläp

och teleskoplastare. AS 504 finns i flera versioner för att

uppfylla specifika kundbehov: ”HD”-versionen är tillverkad

i en speciell gummiblandning med hög motståndskraft

mot skärande underlag och punktering, medan ”special”-

versionen har ett förstärkt däckhölje som ger längre

livslängd.  

UM

US Standard

Construction

BIAS

Machinery

Lantbruk: Teleskoplastare • Åkersläp

Industri: Teleskoplastare

Version STANDARD

Type TL

Tyre Size 15.0/55 - 17

LI/SS DRIVE WHEEL 122 A8

LI/SS FREE ROLLING 134 A8

Dimensions US Standard

Usa code 94018833

Ply Rating 10

Section Width (inch) 15

Overall Diameter (inch) 35

Static Loaded Radius (inch) 15.6

Rolling Circumference (inch) 102.7

Rim Rec 13.00

Rim Alt 13

ECE E4-106R-001571

Load capacity (lbs)

mph / psi 38

5 FR 6550

15 FR 5570

20 FR 5240

25 FR 4670

5 DW 4630

15 DW 3940

20 DW 3700

25 DW 3310

Rolling Circumference & SLR values are at rated Load and inflation pressure. These values may vary at different Load and

pressure condition.
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