
AT 109 - Ladda ned faktablad

Description

AT 109 är ett terrängdäck för fyrhjulingar. Mönstret

bevarar marken med utmärkt resultat.

UM

US Standard

Construction

BIAS

Machinery

Lantbruk: Fyrhjuling

SIZE Version USACode PR RIM REC RIM ALT SW OD Type ECE

AT 145 X 70 - 6 STANDARD 94000647 2 4.5 5.4 14.4 TL

AT 16 X 8 - 7 STANDARD 94000661 2 6.5 AT 6.0 AT 7.2 16.5 TL

AT 18 X 9.5 - 8 STANDARD 94000685 2 7.5 AT 8.0 AT 8.7 18.4 TL E11-75R-004668

AT 20 X 7 - 8 STANDARD 94000692 2 5.5 AT 6.0 AT 6.7 19.8 TL E11-75R-004669

AT 21 X 9 - 8 STANDARD 94000715 2 7.0 AT 6.5 AT ; 7.5 AT 8.7 21.1 TL

AT 22 X 11 - 8 STANDARD 94000739 2 9.0 AT 8.5 AT 9.1 22.8 TL E11-75R-004670

AT 25 X 12 - 9 STANDARD 94000753 2 9.5 AT 9.0 AT ; 10.0 AT 10.6 24.3 TL E11-75R-004671
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