
EARTHMAX SR LOADER - Teknik Özellikler

Description

EARTHMAX SR LASTİKLİ YÜKLEYİCİ, yükleme ve kürüme

işlemlerinin yanı sıra Belden kırmalı kaya kamyonu

uygulamaları için tasarlanmış bir yol dışı lastiktir. Tam Çelik

gövdesinin yanı sıra çok katmanlı çelik kuşakları ve

benzersiz sırt hamuru, çıkıntı ve delinmelere karşı

mükemmel direnç sağlayarak daha uzun bir kullanma

süresi sunar. EARTHMAX SR LOADER, üstün kendi kendini

temizleme özellikleri ve çeşitli arazi tiplerinde mükemmel

çekiş gücü sağlayan benzersiz bir sırt desenine sahiptir.

UM

US Standard

Construction

RADIAL

Machinery

Yoldışı: Belden kırmalı kaya kamyonu (ADT) • Dozer •

Yükleyici

Version CUT RESISTANT COMPOUND

Type TL

Tyre Size 20.5 R 25

LI/SS 177 B/186 A2

Dimensions US Standard

Usa code 94064250

TMPH 116

Overall Width (inch) 20.9

Overall Diameter (inch) 58.1

Static Loaded Radius (inch) 25.6

Rolling Circumference (inch) 172.6

Rim Rec 17.00/2.0

Star Rating **/*

TRA Code E3/L3

Load capacity (lbs)

mph / psi 58 62 65 69 73 76

30 12800 13600 14300 14800 15200 16100

5 17600 18200 19300 19800 20900 -
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