
INDUSTRIAL RIB F3 - Data Sheet

Description

INDUSTRIAL RIB F3 is an agro-industrial rib-pattern tire

designed for field and road transport as well as for soil

tillage operations with implement machinery and trailers.

This tire features an outstanding stubble-resistant

compound making it suitable for the most critical

operating conditions and ensuring a long tire life-cycle.

UM

International Standard

Construction

BIAS

Machinery

Agriculture: Implement Machinery • Trailer

SIZE Version TRA Code LI/SS PR RIM REC RIM ALT SW OD Type ECE

11L - 15 SL STANDARD F3 117 A6 12 8 LB 10 LB 279 813 TL E11-106R-004303

11L - 15 SL STANDARD F3 114 A6 10 8 LB 10 LB 279 813 TL E11-106R-004302

11L - 15 SL STUBBLE RESISTANT F3 114 A6 10 8 LB 10 LB 279 813 TL E11-106R-006914

11L - 15 SL STUBBLE RESISTANT F3 117 A6 12 8 LB 10 LB 279 813 TL E11-106R-005311

11L - 16 SL SPECIAL F3 116 A6 10 W 8 L 8 LB ; 10 LB ; W 10 L 279 830 TL E11-106R-004304

11L - 16 SL STANDARD F3 120 A6 12 W 8 L 8 LB ; 10 LB ; W 10 L 279 830 TL E11-106R-004306

11L - 16 SL STANDARD F3 116 A6 10 W 8 L 8 LB ; 10 LB ; W 10 L 279 830 TL E11-106R-004304
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